[004] Extension Name Set

Programming

Enter Programming mode:  

At Ext 101

Press: Program * # 1234

1. Enter 004.

Display: 004 EXT NAME SET

2. Press NEXT.

Display: Jack NO?

3. Enter a jack number. (ext 101 = Jack 01)

To enter jack number 01, you can also press NEXT.

Display: #01:Not Stored

4. Enter a name.

For entering characters, see Section 1.4 Entering Characters.

To delete the current entry, press transfer
To change the current entry, press transfer and enter the new name.

5. Press Auto Dial / STORE.

6. To program another jack, press NEXT or SELECT and the desired jack

number.

7. Repeat steps 4 through 6.

8. When finished Press Hold then Program.

Conditions

• There is a maximum of 32 names. Each name has a maximum of 10 characters.

• Program [003] Extension Number Set is used to assign extension numbers.
1.4 Entering Characters

Entering Characters

You can enter characters to store names or messages in the following programs by using the

dialing key pad and the buttons.

[004] Extension Name Set

[008] Absent Messages

[014] VM Name Set

[111] Caller ID Name Set

[417] Outside Line Name Assignment

See the Combination Table below.

Combination Table

Note

• The alphabetical characters correspond to the letters shown on the twelve dialing keys on

the proprietary telephone. (except for Q, q, Z, z and all other symbols)

Pressing

SELECT

(Times)

0 1 2 3 4 5 6 7 8

Keys

1 1 Q q Z z ! ?

2 2 A a B b C c

3 3 D d E e F f

4 4 G g H h I i

5 5 J j K k L l

6 6 M m N n O o

7 7 P p Q q R r S s

8 8 T t U u V v

9 9 W w X x Y y Z z
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